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Processor R1606G - 2 Cores / 4 Threads - 2.6 GHz / 3.5 GHz Turbo 

Memory Slots: 2 x SO-DIMM Slots 
MAX Capacity: 32GB 
Type: DDR4-2400 1.2V SO-DIMM 
ECC Support: Yes - Op onal 

Storage Storage 1 Max: 2TB M.2 NVME 2260 PCIe 3.0 x4 
Storage 2 Max: 8TB 2.5" SATA SSD 
   

Graphics 
Controller 

AMD Radeon Vega 3 Graphics  
Interface 

1 x HDMI 2.0 
2 x DisplayPort 1.4 

Network  
Interface 

RTL8111H - 2 x RJ45 - 10/100/1000/ Mbps Network  
Op ons 

AX210 - Wi-Fi 6E IEEE 802.11 b/g/n/ac/ax  - 2.4GHz/5GHz/6GHz + Bluetooth 5.3 

Network  
Feature 

Wake-On-Lan 
PXE (UEFI and Legacy) 

Remote 
Management 

N/A 

Hardware 
Monitoring 

Watchdog On-Board Supported OS Windows 10 64 bit 
Windows 10 IOT Enterprise - 64 bit 
Linux 

Encryp on TPM 2.0 (Infineon SLB9670) 

Power Input 2.5 x 5.5mm DC Jack 

Input Voltage 12 - 19V 

Consump on 13 - 51w 

Physical Specifica on 

I/O Front Power Switch, 1x USB 3.1,  LED Front Power 

I/O Rear DC-In 12-19V, 2x RJ45 for LAN, 2x USB 3.1, 1x 
HDMI, 2x DP, Kensington Lock point 

LED Rear Network Uplink/Ac vity 

I/O Op onal Dual Antenna COM Port Op on 

Opera onal Temp 0c to 40c (32F to 104F) Storage Temp -20c to 80c (-4F to 176F)

Maximum rela ve 
humidity  

10% to 90% Cooling Type Passive Cooling 

Size 55 x 177 x 114 mm Weight 1.4 KG 

Accessories Power supply, power cord Op onal Accessories Wireless Antenna, VESA KIT 

Cer fica ons CE, UKCA, RoHS, FCC , WEEE Warranty 3 Years 
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